
ALFO® Standard-Blindniet

Flachkopf | offen
 Aluminium       Stahl verzinkt

FI
LM CAD

DATEN
ONLINE

Serie
70015977

DIN EN ISO

2,0 - 3,2 mm EN AW-5019 [AlMg5]

mind. 27

k

dk

dm

l+1

d+0,08
-0,15

d l +1 Nr. € / 1.000 d l +1 Nr. € / 1.000

2,4

3,0 0,5 - 1,0 10700024030 500 37,03

4,0 0,5 - 2,0 10700024040 500 40,43

6,0 1,5 - 4,0 10700024060 500 44,65

8,0 3,5 - 6,0 10700024080 500 48,52

10,0 6,0 - 8,0 10700024100 500 52,49

12,0 8,0 - 10,0 10700024120 500 55,66

dk 5,0 -0,7 dm 1,5 k 0,6 ±0,15  2,5 mm  380 N  600 N

3,0

4,0 0,5 - 2,0 10700030040 500 41,02

5,0 1,0 - 3,0 10700030050 500 41,13

6,0 1,5 - 4,0 10700030060 500 41,37

7,0 3,0 - 5,0 10700030070 500 43,00

8,0 3,0 - 6,0 10700030080 500 46,40

10,0 5,0 - 7,5 10700030100 500 50,03

12,0 7,0 - 9,0 10700030120 500 55,19

16,0 9,0 - 12,5 10700030160 500 73,93

18,0 12,0 - 14,5 10700030180 500 83,55

20,0 13,0 - 16,5 10700030200 500 93,51

25,0 16,0 - 21,5 10700030250 500 113,43

dk 6,3 -0,7 dm 1,7 k 0,8 ±0,2  3,1 mm  740 N  1000 N

3,2

4,0 0,5 - 1,5 10700032040 500 41,83

5,0 1,0 - 2,5 10700032050 500 41,95

6,0 1,5 - 3,5 10700032060 500 42,06

8,0 3,0 - 5,5 10700032080 500 47,11

10,0 5,0 - 7,5 10700032100 500 50,74

12,0 7,0 - 9,0 10700032120 500 59,18

14,0 8,5 - 10,5 10700032140 500 66,44

16,0 9,0 - 13,0 10700032160 500 81,32

18,0 10,0 - 14,5 10700032180 500 86,48

dk 6,5 -0,7 dm 1,9 k 0,8 ±0,2  3,3 mm  750 N  1220 N

4,0

4,0 0,5 - 1,5 10700040040 500 47,69

5,0 1,0 - 2,5 10700040050 500 48,98

6,0 1,0 - 3,5 10700040060 500 49,09

7,0 3,0 - 4,5 10700040070 500 50,03

8,0 3,0 - 5,5 10700040080 500 51,09

10,0 5,0 - 7,0 10700040100 500 57,89

12,0 6,5 - 9,0 10700040120 500 65,03

14,0 8,5 - 11,0 10700040140 500 73,12

16,0 8,5 - 12,5 10700040160 500 81,43

18,0 12,0 - 14,5 10700040180 500 88,70

20,0 12,5 - 16,5 10700040200 500 96,67

25,0 15,5 - 21,0 10700040250 500 117,18

30,0 20,5 - 26,0 10700040300 500 149,40

35,0 25,5 - 31,0 10700040350 500 197,44

dk 8,0 -1,0 dm 2,0 k 1,0 ±0,3  4,1 mm  1250 N  1800 N

4,0 - 7,8 mm EN AW-5754 [AlMg3]
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d l +1 Nr. € / 1.000 d l +1 Nr. € / 1.000

4,8

6,0 1,0 - 3,0 10700048060 500 68,55

8,0 2,5 - 5,0 10700048080 500 69,84

9,0 2,5 - 6,0 10700048090 500 71,48

10,0 4,0 - 6,5 10700048100 500 73,00

12,0 6,0 - 8,0 10700048120 500 83,31

14,0 7,5 - 10,0 10700048140 500 90,93

16,0 8,0 - 12,0 10700048160 500 102,18

18,0 11,5 - 13,5 10700048180 500 122,68

20,0 12,0 - 15,5 10700048200 500 138,04

25,0 15,0 - 20,5 10700048250 500 152,45

30,0 20,0 - 25,0 10700048300 500 174,24

35,0 24,5 - 29,5 10700048350 250 186,78

40,0 29,0 - 34,5 10700048400 250 200,84

dk 9,5 -1,0 dm 2,7 k 1,1 ±0,3  4,9 mm  1640 N  2200 N

5,0

6,0 1,0 - 3,0 10700050060 500 69,84

8,0 2,5 - 5,0 10700050080 500 74,17

10,0 4,0 - 6,5 10700050100 500 78,27

12,0 6,0 - 8,0 10700050120 500 84,02

14,0 7,5 - 10,0 10700050140 500 92,45

16,0 8,0 - 12,0 10700050160 500 103,11

18,0 11,5 - 13,5 10700050180 500 124,79

20,0 12,0 - 15,5 10700050200 500 140,38

25,0 15,0 - 20,5 10700050250 500 158,07

30,0 20,0 - 25,0 10700050300 500 180,80

35,0 24,5 - 30,0 10700050350 250 211,15

40,0 29,0 - 35,0 10700050400 250 242,67

45,0 34,5 - 40,0 10700050450 250 272,78

50,0 39,5 - 45,0 10700050500 250 306,77

dk 9,5 -0,8 dm 2,7 k 1,1 ±0,3  5,1 mm  1820 N  2400 N

6,0

8,0 1,0 - 3,5 10700060080 500 108,39

10,0 3,0 - 5,5 10700060100 500 115,65

12,0 5,0 - 7,5 10700060120 500 123,15

16,0 7,0 - 11,0 10700060160 500 139,91

18,0 10,5 - 13,0 10700060180 500 147,05

20,0 11,0 - 15,0 10700060200 500 155,85

22,0 14,5 - 17,0 10700060220 500 174,71

25,0 15,0 - 20,0 10700060250 250 193,69

28,0 19,5 - 22,5 10700060280 250 212,32

30,0 20,0 - 25,0 10700060300 250 231,07

50,0 38,0 - 43,0 10700060500 250 312,15

dk 12,0 -1,2 dm 3,2 k 1,5 ±0,4  6,1 mm  2660 N  3500 N

6,4

12,0 2,5 - 7,0 10700064120 250 144,60

16,0 6,0 - 11,0 10700064160 250 163,58

18,0 10,0 - 13,0 10700064180 250 174,36

20,0 10,0 - 14,5 10700064200 250 194,39

25,0 14,0 - 19,0 10700064250 250 214,66

30,0 18,0 - 24,0 10700064300 250 236,10

dk 13,0 -1,4 dm 3,6 k 1,8 ±0,4  6,5 mm  2880 N  4600 N

7,8
15,0 4,0 - 9,5 10700078150 250 330,90

18,0 9,5 - 12,5 10700078180 250 343,80

22,0 12,5 - 16,5 10700078220 250 385,98

26,0 16,5 - 20,5 10700078260 250 440,11

dk 14,0 dm 3,7 k 2,0  8,0 mm  6600 N  9550 N
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