
d l +1 Nr. € / 1.000 d l +1 Nr. € / 1.000

3,2
6,0 1,5 - 3,0 10708320060 500 134,64

8,0 3,0 - 5,0 10708320080 500 152,33

10,0 5,0 - 7,0 10708320100 500 173,77

12,0 6,5 - 8,5 10708320120 500 207,41

dk 6,0 -0,4 dm 1,9  3,3 mm  1900 N  2500 N

4,0

6,0 1,0 - 2,5 10708400060 500 188,89

8,0 2,5 - 4,5 10708400080 500 204,94

10,0 4,5 - 6,5 10708400100 500 221,11

12,0 6,5 - 8,5 10708400120 500 247,00

14,0 8,5 - 10,5 10708400140 500 271,73

16,0 10,0 - 12,0 10708400160 500 290,71

18,0 11,5 - 14,0 10708400180 500 306,77

20,0 13,5 - 16,0 10708400200 500 322,59

dk 7,5 -0,5 dm 2,5  4,1 mm  2750 N  3550 N

4,8
8,0 2,0 - 4,0 10708480080 500 281,22

10,0 4,0 - 6,0 10708480100 500 296,81

12,0 6,0 - 8,5 10708480120 500 325,28

16,0 8,0 - 11,0 10708480160 500 356,68

dk 9,0 -0,5 dm 2,9  4,9 mm  4250 N  5400 N

5,0
8,0 2,0 - 4,0 10708500080 500 286,03

10,0 4,0 - 6,0 10708500100 500 302,08

12,0 6,0 - 8,5 10708500120 500 327,74

16,0 8,0 - 11,0 10708500160 500 365,00

dk 9,3 -0,5 dm 2,9  5,1 mm  5000 N  6400 N
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